350A
| LANSING CORPORATION | AMPL I FI E R

ALTE

OPERATING
INSTRUCTIONS
SPECIFICATIONS
Type: Power Amplifier
Gain: 65.5 db from 60,000 ohm generator or from line with plug-in transformer
Input Sensitivity: .75 volt rms for 40 watts output
Power Output: 40 watts at less than 0.5% total harmonic distortion (within 0.5 db 25-20,000 cps)
Frequency Response: =1 db, 5-100,000 cps
Input Impedance: 200,000 ohm potentiometer
Source Impedance: 150 and 600 ohms with plug-in line transformer
Load Impedance: 8, 16 ohms and 70 v. (125 ohms)
Output Impedance: Continuously adjustable, 14 to 7.5 times nominal load impedance on 8 and 16 chm taps
Less than 10% of nominal load impedance on 70 volt line tap
Damping Factor: Continuously adjustable 7 to .13 on 8 and 16 ohm taps
Noise Level: —40 dbm: 86 db below full output
Controls: Gain control, Rs /Rt control, power switch
Power Supply: 117 volts, 60 cps, 160 watts
External Power Available: 117 volt ac receptacle on chassis
Tubes: 1—12AY7, 1—-12AU7, 2—6550, 1—5U4GB, 1—OA3/VR75
Dimensions: 7" H, 9%" W, 134" D
Color: Dark green hammertone
Weight: 27 |bs,
Accessory: 15095 Line Transformer
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